


GLOBALLOCATIONS 

HEADQUARTERS Tokyo, Japan : +81-3-3245-4542 

THE AMERICAS 
California (TMUS) : +1-858-218-2360 

EUROPE & SUB-SAHARAN AFRICA 
Switzerland (TMEU): +41-61-415-8710 
Spain (TMSP): +34-915-726-504 

MIDDLE EAST 
Saudi Arabia (TMME): +966-13-568-0091 
United Arab Emirates (TMME): +971-4-392-8811 

ASIA PACIFIC 
China (TBMC): +86-10-8048-5216 
Singapore (TAS): +65-6226-0525 
South Korea (TAK): +82-2-3279-1000 
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, Specifications A 

Model HFUG-2020HN HFUG-2020RN*2 

Membrane Material PVDF(Polyviny l idene Fluoride) 

Nom inal Po「e Size *1 0.01 m icrometers 

Membrane Surface Area m 2(ftり 90(969) 90(969) 

Max imum Inlet Pressure kPa(ps i) 600(87.0) 600(87.0) 

Operating Temperature Range C(F) 1 - 40(33. 8 - 104) 

'1: Estimated by model particles removal ratio 
'2: This model has a simple lid unlike original HN Model cap for easier rack assembly. 

Width (mm) 

He ight (mm) 2880 

'1: Rack expands by multiples of 2 up to 28 
'2: Rack lengthens by 320mm per expansion 

Toray UF Rack maintains the unique membrane fiber 
characteristics and features of the Toray UF line: 
H igh permeability, low fouling, and high mechanical 
strength. 

Industry Leading TIPS UF Memb『ane

Toray 's polyv iny l idene fluor ide (PVDF) hollow fiber 
membranes are manufactured via a thermally-induced phase 
separation (TIPS), producing the industry's strongest fiber. 
Our proprietary manufacturing process carefully controls the 
distribution and size of the membrane pores, ensuring high 
filtrate quality and reducing fou ling potential. 

Toray's PVDF membrane is high|y resistant to chlorine and 
strong acids, allowing for effective chemical cleaning without 
shortening membrane life. Toray UF Modules effectively 
remove suspended so lids, viruses, and bacteria and are 
certified for drinking water applications. 
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